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CHANGZHOU ZETAI DECORATION MATERIAL CO.,LTD 
NO.2 LIANCUN ROAD, CUIBEI, HENGLIN TOWN, CHANGZHOU CITY, JIANGSU, CHINA 
 
The following sample(s) was/were submitted and identified by/on behalf of the client as: 
Sample Description : SPC FLOORING 

  ************ 

Sample Receiving Date : OCT. 09, 2020 

Testing Period : OCT. 09, 2020 TO OCT. 23, 2020 

Testing Performed : Follow selected test(s) as requested by client. 

 
 Test RequirementTest RequirementTest RequirementTest Requirement    ConclusionConclusionConclusionConclusion    

1 Resilient floor coverings — Determination of staining and resistance to 

chemicals (EN ISO 26987:2012) 

Pass 

2 Colour Fastness To Light Pass* 

 
Remark(s) : Pass*=Meet Client's Requirement 

 
*** FOR FURTHER DETAILS, PLEASE REFER TO THE FOLLOWING PAGE(S) *** 

 

 
Sean Shen 

Authorized Signatory 
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TestTestTestTest    Results:Results:Results:Results:    
    

1.1.1.1. Resilient floor coverings Resilient floor coverings Resilient floor coverings Resilient floor coverings ————    Determination of staining and resistance to chemicals (EN ISO 26987:2012) Determination of staining and resistance to chemicals (EN ISO 26987:2012) Determination of staining and resistance to chemicals (EN ISO 26987:2012) Determination of staining and resistance to chemicals (EN ISO 26987:2012)     

ClauseClauseClauseClause    Test Test Test Test procedureprocedureprocedureprocedures/requirementss/requirementss/requirementss/requirements    
Rating/ ResultRating/ ResultRating/ ResultRating/ Result    

Determination 
of resistance 
to staining 

1) Prepare test piece with a surface area of at least 3000 

mm2 for each of the stain substances to be tested. 

2) Condition the test pieces at a temperature of (23±2) °C  
and a relative humidity of (50±5) % for a minimum of 24 

h. Maintain this condition when carrying out the test. 

3) For liquid substances. Using a pipette, pour a small 
quantity of the liquid into the centre of the test piece. 
Ensure the diameter of the splash of the liquid substance 
is more than 15mm. and apply the watch glass. Leave it 
in position in such a way as to produce a splash of the 

liquid substance of 300 mm2   to 400 mm2. 

4) For paste substances. Using a spatula, spread about 

1000 mm3 paste substance over an area of 300 mm2   to 

400 mm2. 

5) The main duration of contact shall be 2h with the 
evaluation of the sample being done with 5 min of 
removing the substance. After cleaning and observation if 

the test piece has been adversely affected (staining, 
dulling, softening, swelling, etc.)If a stain appears on the 
test piece after 2H, a new test shall be conducted for a 
period of 30 min. 

6) Clean the substance as requirement, examine the 
residual staining using the specialized device.  

7) After observing the test pieces, assign an index to each 
of the test pieces, according to the observed effect of the 
test as shown in table 1. 

Pass 

 

See table 1 
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Table 1Table 1Table 1Table 1：：：：    
Result Result Result Result 1: 1: 1: 1: Determination of staining and resistance to chemicalsDetermination of staining and resistance to chemicalsDetermination of staining and resistance to chemicalsDetermination of staining and resistance to chemicals    (EN ISO 26987:2012)(EN ISO 26987:2012)(EN ISO 26987:2012)(EN ISO 26987:2012)    

 Test materialTest materialTest materialTest material    Contact timeContact timeContact timeContact time ClassClassClassClass 

1 Medical alcohol (70% isopropanol base) 

 

2 hours 0 

2 Disinfectant phenol type (5% active phenol)  2 hours 0 

3 Olive oil 2 hours 0 

    
Sample Description : (A)Accessory(SPC FLOORING) 

 
 2.2.2.2.Colour Fastness To LightColour Fastness To LightColour Fastness To LightColour Fastness To Light  
 
(EN ISO 105-B02:2014; Method 3, use Xenon arc lamp, Exposure Cycle: A1, no flip-flop mode was used) 

 

    
 
Comparison upto blue wool reference 6 

 

    

 - Unit 
 

AAAA Requirement 

Grade(B.W.S) - 6 Min.6 
 

  

    
    
Photo Appendix 

Photo relative to overall specimen: 

    
Received Sample 



 
 

Test Report No.:No.:No.:No.:    CZHL2009504014FT Date:Date:Date:Date:    OCT. 23, 2020 Page 4 of 4 
 

 

 
Sample A 

 
Result/Rating/Record Key(s) 

I.  Result/Rating Keys: P = Pass = Meet; F = Fail = Not Meet; N/A = Not applicable = Not suitable; NR = 
NC = Test not conduct/requested per client request; TT = Test terminated due to the earlier failure of 
last test.  

II.  Record Keys: “C:” means Claimed parameter; “A:” means Actual recorded from test; “D:” means Data 
for reference only.  

 
General Report Note(s) 

A.  N.B. Only applicable clauses were shown. 
B.  (1) 1mg/kg = 0.0001% (2) MDL = Method Detection Limit (3) ND = Not Detected (< MDL)  

(4) “-“ = Not Regulated 
C.  Unless otherwise stated the results shown in this test report refer only to the sample(s) tested.  

D.  This document cannot be used for publicity, without prior written approval of the SGS.  
E.  Since the data and / or information above division line of front page is provided by the applicant, the 

relevant results or conclusions of this report are only made for these data and / or information, SGS 
is not responsible for the authenticity, integrity and results of the data and information and / or the 
validity of the conclusion. Testing results only apply to the sample as received. 

F.  The declaration of conformity is only based on the actual value of laboratory activity, measurement 
uncertainty of the results not take into account. 

*** End of Report *** 
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